
40 G2B
Proportional radio remote control

Description

The G2B is a versatile receiver equipped with proportional outputs, digital I/Os 

as well as CANopen communication. The numerous interface options and 

flexible software settings make the receiver suitable for all mobile hydraulic 

applications on the market.

The proportional output signals support both current-controlled and voltage-

controlled hydraulic valve blocks. If more functions are needed than what 

can be supported by a single receiver, more receivers can be added in a 

master/slave configuration to increase the number of outputs.

The receiver can only be activated by its dedicated Scanreco transmitter: the 

MINI or the MAXI.

G2B Central unit

- Working temperature range: -25°C to +70°C / ~-15°F to +160°F

- Ingress protection rating: IP65

- Dimensions (W x H x D): 233 x 205 x 77 mm / ~9.17 x 8.07 x 3.03 in 

(height incl. antenna)

- Weight: 1.2 kg / ~2.6 lbs

Maxi PCU

- Available configurations: 1-8 linear levers or 1-4 joysticks

- Customizations: various models of toggle switches, pushbuttons, 

potentiometers and rotary switches available

- Working temperature range: -20°C to +70°C / ~-4°F to +160°F

- Ingress protection rating: IP 65

- Dimensions: (W x H x D): 350 x 160 x 190 mm / ~13.78 x 6.30 

x 7.48 in (w/o color display) 

- Weight: 1.9–2.6 kg / ~4.2–5.7 lbs. including battery

Mini PCU

- Available configurations: 1-6 linear levers or 1-3 joysticks

- Customizations: various models of toggle switches, pushbuttons, potenti-

ometers and rotary switches available

- Working temperature rangee: -20°C to +70°C / ~-4°F to +160°F

- Ingress protection rating: IP 65

- Dimensions: (W x H x D): 290 x 160 x 190 mm / ~11.42 x 6.30 x 7.48 in 

(w/o color display)

- Weight: 1.4–2.2 kg / ~3.1–4.8 lbs (including battery)
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Technical specifications

Supply voltage 12/24 Vdc

Outputs 8 bi-directional proportional outputs / 14 digital outputs (including dump valve)

Inputs 3 digital inputs + 1 configurable digital in or output

Communication protocol CANopen

Stop function EN ISO 13849-1 cat. 3, PL e

Frequency bands 433-434 or 902-928MHz (other frequencies available on request)

Communication type Two-way

Cable control standard length 10 meters / ~33 ft. 

Operating range  > 100m / > ~330 ft.

Operator feedback by LEDs / Monochrome display 2.5” with 128 x 64 px / Color display 4.3” with 480 x 272 px



42 G2B-G3
Examples of available transmitters

Mini PCU  

with linear levers 

and color display

Mini PCU  

with three 2-axis joysticks

Mini PCU  

with two 3-axis joysticks

Mini PCU with linear 

levers and B&W display

Maxi PCU with linear levers and color display

Maxi PCU  

with three 2-axis 

joysticks

Maxi PCU  

with four 2-axis joysticks

Maxi PCU  

with two 3-axis joysticks


