
Technical specifications 

Power supply voltage ( 10%) 12 Vdc or 24 Vdc 

Max working pressure 210 bar 

Max flow 30 l/min 

Oil leakage 0,25 cc/min 

Coil power 24 W - 36 W 

Protection class with connector mounted IP65 

Cartridge torque 30 Nm 

Ring nut torque 4 Nm 

Weight (with coil) 0,35 Kg 

Fluid type Mineral oil 10÷380 cSt 

Cartridge CT 503 NC 

Connections G 3/8" 

 ON-OFF SOLENOID VALVE N.C. 3/8’’ 
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Working mode 
 
The NC electrovalve allows bidirectional oil flow only when it is powered (ON). 
 
It can be used in stabilisers interlock system, to prevent from lifting stabilisers when 
the crane is open. 

 
In the picture beside you can see a feasible connection scheme. Please respect the 
proper hoses arrangement as indicated.  With stabilisers system connected as 
shown in the picture, the distributor can always command the down stroke. 
 
The stabiliser lift can occur only with the crane boom in its rest position, i.e. with nor-
mally open (NO) contact closed on slope sensor and electrovalve solenoid powered 
(ON state in the picture).  It will not be allowed to lift the stabilisers with the crane 
boom raised.  To move the truck you would every time close the crane boom in its 
rest position. 
 
The connection scheme in the picture beside is absolutely indicative.  FABER-COM 
s.r.l. in no case will be liable for damages caused by wrong electrovalve connection. 
 
The electrovalve is supplied with screw type safety manual command. 
 
Ordering codes 
 
PINC2238 : valve with aluminium body and 24v coil  - G⅜ connections 
PINC2138 : valve with aluminium body and 12v coil  - G⅜ connections 

Electric diagram 
 

WARNING: 
 
Connect the valve on the side which goes to the bottom; otherwise 
the hydraulic jack could be damaged. 
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